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1. TEST SUMMARY
1.1. Test Standards

The tests were performed according to following standards:

ETSI EN 301 489-1 V2.2.3 (2019-11)—-ElectroMagnetic Compatibility (EMC) standard for radio equipment
and services; Part 1: Common technical requirements; Harmonised Standard covering the essential
requirements of article 3.1(b) of Directive 2014/53/EU and the essential requirements of article 6 of
Directive 2014/30/EU

ETSI EN 301 489-17 V3.2.4 (2020-09)—ElectroMagnetic Compatibility (EMC) standard for radio equipment
and services; Part 17: Specific conditions for Broadband Data Transmission Systems; Harmonised
Standard covering the essential requirements of article 3.1(b) of Directive 2014/53/EU

EN 55032: 2015 + A11: 2020 + A1: 2020—-Electromagnetic compatibility of multimedia equipment—Emission
Requirements

EN 55035: 2017 + A11: 2020—Electromagnetic compatibility of multimedia equipment—Immunity
requirements

EN 55024: 2010 + A1: 2015—-Information technology equipment - Immunity characteristics - Limits and
methods of measurement

EN IEC 61000-3-2: 2019 + A1: 2021—Electromagnetic compatibility (EMC) - Part 3-2: Limits - Limits for
harmonic current emissions (equipment input current < 16 A per phase)

EN 61000-3-3: 2013 + A1: 2019—Electromagnetic compatibility (EMC) - Part 3-3: Limits - Limitation of
voltage changes, voltage fluctuations and flicker in public low-voltage supply systems, for equipment with
rated current <= 16 A per phase and not subject to conditional connection

1.2. Report version

Revised No. Date of issue Description

01 Dec. 14, 2022 Original

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
—-— Tel.: (86)755-2752_9 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
"-‘5:,"‘.._': I: } 71l i AT &5 e For anti-fake verification, please visit the official website of Certification and
m“"ﬂ“’iﬂ wion, At _I’Iﬂﬁ Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn
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1.3. Test Description

Emission
Test Item Sg;.?g?g“;&“i{gg 1e r)1t Result Test Engineer
Radiated Emission Clause 8.2 Pass Amy Zhao
Conducted Emission(AC Mains) Clause 8.4 Pass Lance Lan
Conducted Emission(Signal Mains) Clause 8.4 Pass Lance Lan
Harmonic Current Emissions Clause 8.5 N/A N/A
Voltage Fluctuations and Flicker Clause 8.6 Pass Terry Su
Immunity
Test Item SEMEE] (O UIERE Result Test Engineer
(ETSI EN301 489-1)
Ei?e?cijo Frequency Electromagnetic Clause 9.2 Pass Terry Su
Electrostatic Discharge Clause 9.3 Pass Terry Su
Fast Transients (common mode) Clause 9.4 Pass Terry Su
Radio frequency (common mode) Clause 9.5 Pass Terry Su
Voltage Dips and Interruptions Clause 9.7 Pass Terry Su
Surges Clause 9.8 Pass Terry Su

Note: “N/A” is no application
The measurement uncertainty is not included in the test result.

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
—-— Tel.: (86)755-2752_9 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
"-‘5:,"‘.._': I: } 71l i AT &5 e For anti-fake verification, please visit the official website of Certification and
m“"ﬂ“’iﬂ wion, At _I’Iﬂﬁ Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn
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1.4. Test Facility

Address of the report laboratory

CTC Laboratories, Inc.
Add: 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Shenzhen, Guangdong, China

Laboratory accreditation
The test facility is recognized, certified, or accredited by the following organizations:

A2LA-Lab Cert. No.: 4340.01

CTC Laboratories, Inc. EMC Laboratory has been accredited by A2LA for technical competence in the
field of electrical testing, and proved to be in compliance with ISO/IEC 17025:2017 General Requirements
for the Competence of Testing and Calibration Laboratories and any additional program requirements in th
e identified field of testing.

Industry Canada (Registration No.: 9783A, CAB Identifier: CN0029)
CTC Laboratories, Inc. EMC Laboratory has been registered by Certification and Engineer Bureau of
Industry Canada for the performance of with Registration NO.: 9783A on Jan, 2016.

FCC (Registration No.: 951311, Designation Number CN1208)

CTC Laboratories, Inc. EMC Laboratory has been registered and fully described in a report filed with

the (FCC)Federal Communications Commission. The acceptance letter from the FCC is maintained inour fi
les. Registration 951311, Aug 26, 2017.

1.5.Measurement Uncertainty

The data and results referenced in this document are true and accurate. The reader is cautioned that there
may be errors within the calibration limits of the equipment and facilities. The measurement uncertainty was
calculated for all measurements listed in this test report acc. to TR-100028-01" Electromagnetic
compatibility and Radio spectrum Matters (ERM); Uncertainties in the measurement of mobile radio
equipment characteristics; Part 1” and TR-100028-02 “Electromagnetic compatibility and Radio spectrum
Matters (ERM);Uncertainties in the measurement of mobile radio equipment characteristics; Part 2 “ and is
documented in the CTC Laboratories, Inc. quality system acc. to DIN EN ISO/IEC 17025. Furthermore,
component and process variability of devices similar to that tested may result in additional deviation. The
manufacturer has the sole responsibility of continued compliance of the device.

Below is the best measurement capability for CTC Laboratories, Inc.

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Tel.: (86)755-27521059 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
E3 1 B/l % For anti-fake verification, please visit the official website of Certification and
Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn
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Test Measurement Frequency Range | U (dB) Note

Conducted Emission 9kHz ~ 30MHz 3.08 Main Power Port
Conducted Emission 150kHz ~ 30MHz 4.26 Telecommunication
Radiated Emission 30MHz ~ 1000MHz 4.51 3m chamber 2
Radiated Emission 30MHz ~ 1000MHz 4.5 3m chamber 3
Radiated Emission 1GHz ~ 6GHz 5.7 3m chamber 3

Note: This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence

level using a coverage factor of k=2.

1.6. Environmental conditions

During the measurement the environmental conditions were within the listed ranges:

Normal Temperature: 25°C
Lative Humidity 55 %
Air Pressure 102kPa

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China

Fax: (86)755-27521011

Http://www.sz-ctc.org.cn
For anti-fake verification, please visit the official website of Certification and
Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn
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2. GENERAL INFORMATION

2.1. Client Information

Applicant: Fanvil Technology Co., LTD.

Address: 10/F Block A, Dualshine Global Science Innovation Center, Honglang North
2nd Road, Bao'an District, Shenzhen, China

Manufacturer: Fanvil Technology Co., LTD.

Address: 10/F Block A, Dualshine Global Science Innovation Center, Honglang North

2nd Road, Bao'an District, Shenzhen, China

2.2. General Description of EUT

Product Name:

IP Phone

Trade Mark:

Fanvil

Model/Type reference:

X303W, X301W

Listed Model(s):

/

Model Different:

All these models are identical in the same PCB, layout and electrical circuit,
The difference is that:

Color screens: X303W

Black and white screens: X301W

Screens size 240*320: X303W

Screens size 128*48: X301W

Power supply:

5Vdc/1A from AC/DC Adapter
48Vdc/0.3A from POE

Adapter 1 Model:

TPA-97H050100VWO01
Input: 100-240V~ 50/60Hz 0.15A
Output: 5Vdc/1A

Adapter 2 Model:

GQO07-050100-DG
Input: 100-240V~ 50/60Hz 0.3A
Output: 5Vdc/1A

Adapter 3 Model:

TPA-185B050100BUO1
Input: 100-240V~ 50/60Hz 0.2A
Output: 5Vdc/1A

Hardware version: /

Software version: /

WIFI

Supported type: <1802.11b <1802.11g <1802.11n(HT20) | [<]802.11n(HT40)

Modulation:

DSSS for 802.11b
OFDM for 802.11g/802.11n(HT20)/802.11n(HT40)

Operation frequency:

2412MHz~2472MHz for 802.11b/802.119/802.11n(HT20)
2422MHz~2462MHz for 802.11n(HT40)

CTC Laboratories, Inc.

2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China

Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
For anti-fake verification, please visit the official website of Certification and
Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn
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2.3. Accessory Equipment Information

Equipment Information

Name Model S/N Manufacturer
IP Phone X7 JGB28B000005 Fanvil

POE Supply IGW500-100-P -—- MAIPU
Router E8820 V3 ZTE

Headset HT202 JCF0900738 Fanvil
Notebook ThinkBook 14G3 ACL MP246QDR Lenovo
Notebook T460s - Lenovo
Cable Information

Name Shielded Type Ferrite Core Length

Lan Cable Without Without ™

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Tel.: (86)755-27521059 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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2.4. Description of Test Modes

Test mode Ping Lan + IP Communicate WIFI AC/DC Adapter | POE Supply
1 [ ]
2 [ [
3 [ [
Note:

1) Operation channel as follows:
- WIFI
shall be setting the middle channel for 802.11b/802.119/802.11n

Pre-scan above all test mode, found below test mode which it was worse case mode, so only show the test
data for worse case mode on the test report.

Test item Test mode (Worse case mode)
Radiated Emission 1
Conducted Emission(AC Mains) 1
Conducted Emission(Signal Mains) 1
Harmonic Current Emissions N/A
Voltage Fluctuations and Flicker 1
Radio Frequency Electromagnetic Field All
Electrostatic Discharge All
Electrical Fast Transient / Burst All
Injected Current All
Voltage Dips and Interruptions 1
Surges All

Note: “N/A” is no application.

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
- - Tel.: (86)755-27521059 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
EN HEEZ
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Conducted Emission

ltem Test Equipment Manufacturer Model No. Serial No. Calibrated until
1 LISN R&S ENV216 101112 Dec. 23, 2022
2 LISN R&S ENV216 101113 Dec. 23, 2022
3 EMI Test Receiver R&S ESCS30 100353 Dec. 23, 2022
4 ISN CAT6 Schwarzbeck NTFM 8158 |CAT6-8158-0046 Dec. 23, 2022
5 ISN CAT5 Schwarzbeck NTFM 8158 |CAT5-8158-0046 Dec. 23, 2022
6 Wideband Radio | pp4e 8 Schwarz | CMW500 116410 Dec. 23, 2022
Communication Tester
Radiated Emission (3m chamber 2)
ltem Test Equipment Manufacturer Model No. Serial No. Calibrated until
1 |  Trilog-Broadband Schwarzbeck | VULB 9168 | 9168-1013 Jan. 12, 2023
Antenna
2 Horn Antenna Schwarzbeck BBHA 9120D 9120D-647 Dec. 23, 2022
3 Spectrum Analyzer R&S FSU26 100105 Dec. 23, 2022
4 Spectrum Analyzer R&S FSV40-N 101331 Mar. 15, 2023
5 Pre-Amplifier SONOMA 310 186194 Dec. 23, 2022
6 |Low Noise Pre-Amplifier EMCI EMC051835 980075 Dec. 23, 2022
7 Test Receiver R&S ESCI7 100967 Dec. 23, 2022
8 3m chamber 2 Frankonia EE025 / Oct. 23, 2024
9 Wideband Radio | p 10 & Schwarz | CMW500 116410 Dec. 23, 2022
Communication Tester
Radiated Emission (3m chamber 3)
ltem Test Equipment Manufacturer Model No. Serial No. Calibrated until
1 Trilog-Broadband Schwarzbeck | VULB 9168 | 9168-759 Mar. 30, 2023
Antenna
2 Horn Antenna Schwarzbeck BBHA 9120D 9120D-647 Dec. 23, 2022
3 Test Receiver Keysight N9038A MY56400071 Dec. 23, 2022
4 | Broadband Premplifier | SCHWARZBECK | BBV9743B 259 Dec. 23, 2022
5 M'rowi"nfp'?h[io;dba”d SCHWARZBECK | BBV9718C 111 Dec. 23, 2022
6 3m chamber 3 YIHENG EE106 / Sep. 09, 2023
7 Wideband Radio | p 46 & Schwarz | CMW500 116410 Dec. 23, 2022
Communication Tester
Harmonic Current Emissions &Voltage Fluctuations and Flicker
Item Test Equipment Manufacturer Model No. Serial No. Calibrated until
1 Universal Power Voltech PM6000 | 200006700723 |  Dec. 23, 2022
Analyzer
Programmable AC .
2 Power Source Mtoni PHF1530 MTPS001 Dec. 23, 2022
3 Wideband Radio | o 140 8 Schwarz | CMW500 116410 Dec. 23, 2022
Communication Tester

Tel.: (86)755-27521059
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Electrostatic Discharge

ltem Test Equipment Manufacturer Model No. Serial No. Calibrated until
1 ESD Simulator EM TEST DITO V1113109156 Dec. 23, 2022
2 Wideband Radio | pp4e 8 Schwarz | CMWS500 116410 Dec. 23, 2022
Communication Tester
Fast Transients Common Mode
Iltem Test Equipment Manufacturer Model No. Serial No. Calibrated until
1 | Electrical fast transient 3ctest EFT-4003G | EC0471140 Dec. 23, 2022
generator
2 C°“p"”g|’a[’rﬁ;°“p"”9 3ctest EFTC EC0441141 Dec. 23, 2022
3 Wideband Radio | p.p4e 8 Schwarz | CMW500 116410 Dec. 23, 2022
Communication Tester
RF Electromagnetic Field
Item Test Equipment Manufacturer Model No. Serial No. Calibrated until
1 | High Gain Log-Periodic R&S HLO46E 100037 Dec. 23, 2022
Antenna
p | StackedLog.-Per. Schwarzbeck | STLP 9149 | 9149-658 Dec. 23, 2022
Antenna
. BONN BLWAO0830-
3 Power Amplifier ELEKTRONIK 160/100/40D 76788 Dec. 23, 2022
4 Power Amplifier Micotop MPA-3-6G-50 | MPA1706258 Dec. 23, 2022
5 | PSGAnalog Signal Agilent E8257D | MY46521908 Dec. 23, 2022
Generator
DUAL DIRECTIONAL
7 COUPLER AR DC7144A 0317128 Dec. 23, 2022
TRANSMITTING
8 AERIAL AR AT4002A 0321644 Dec. 23, 2022
9 Audio Analyzer Rohde & Schwarz UPL SB3439 Dec. 23, 2022
10 | . WidebandRadio | popqe g Schwarz | CMWS500 116410 Dec. 23, 2022
Communication Tester
Surges
ltem Test Equipment Manufacturer Model No. Serial No. Calibrated until
1 Surge generator 3ctest SG-5006G EC5581149 Dec. 23, 2022
2 Surge CDN 3ctest SGN-20G EC5551128 Dec. 23, 2022
3 Network Surge 3ctest CWS 600T | ES0311603 Dec. 23, 2022
Generator
4 Network Surge CDN 3ctest CDN 405T8A1| ES2731605 Dec. 23, 2022
5 Wideband Radio | pp4e 8 Schwarz | CMW500 116410 Dec. 23, 2022
Communication Tester

CTC Laboratories, Inc.

2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China

Tel.: (86)755-27521059

Fax: (86)755-27521011

Http://www.sz-ctc.org.cn
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RF Common Mode

Item Test Equipment Manufacturer Model No. Serial No. Calibrated until
1 C/S Generator SCHLODER CDG 6000 126A1266 Dec. 23, 2022
o | Coupling/Decoupling | gy opER | CDNM2+3 |  A2210258 Dec. 23, 2022

Network
Coupling/Decoupling
3 Network TESEQ GmbH CDN T8-10 45011 Dec. 23, 2022
4 6dB Attenuator N/A 100W/6dB N/A Dec. 23, 2022
UNIVERSAL RADIO
5 COMMUNICATION Rohde & Schwarz CMW500 116410 Dec. 23, 2022
DUAL DIRECTIONAL
5 COUPLER AR DC7144A 0317128 Dec. 23, 2022
TRANSMITTING
6 AERIAL AR AT4002A 0321644 Dec. 23, 2022
7 Audio Analyzer Rohde & Schwarz UPL SB3439 Dec. 23, 2022
8 Wideband Radio | 46 & Schwarz | CMW500 116410 Dec. 23, 2022
Communication Tester

Voltage dips, short interruptions and voltage variations

ltem Test Equipment Manufacturer Model No. Serial No. Calibrated until
1 | Voltage dips and up 3ctest VDG-1105G | EC0171116 Dec. 23, 2022

generator
2 Wideband Radio | p 46 & Schwarz | CMW500 116410 Dec. 23, 2022
Communication Tester

Note: The Cal. Interval was one year.

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China

Fax: (86)755-27521011

Http://www.sz-ctc.org.cn
For anti-fake verification, please visit the official website of Certification and
Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn
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3. EMC EMISSION TEST

3.1. Radiated Emission
LIMIT

Report No.: CTC20222108E02

Please refer to ETSI EN301489-1 Clause 8.2.3, Table 4 and CENELEC EN 55032 Annex A Table A.4 & A.5

Frequency range (MHz)

Quasi-peak limits dBuV/m@3m

Quasi-peak limits dBuyV/m@10m

30~230

40

30

230~1000

47

37

Frequency range (GHz)

Average limits dBuV/m@3m

Peak limits dBuV/m@3m

1~6

54

74

TEST CONFIGURATION

(A) Radiated Emission Test Set-Up Frequency below 1 GHz

11

Turntable i ! TR
Spectrum ;
Analyzer EUT 0.1 m |
T
Ground Plane <
Coaxial Cable

(B) Radiated Emission Test Set-Up Frequency above 1GHz

Turntable

L
g

Y

EUT

Test
/ Eeceiver

Ground Plane ;

Coamal Cable

CTC Laboratories, Inc.

2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China

Tel.: (86)755-27521059
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Fax: (86)755-27521011

Http://www.sz-ctc.org.cn
For anti-fake verification, please visit the official website of Certification and
Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn
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TEST PROCEDURE

Please refer to ETSI EN 301 489-1 Clause 8.2.3 and CENELEC EN 55032 Clause 6.3 for the measurement
methods

TEST MODE
Please refer to the Clause 2.4

TEST RESULTS
(1) 30MHz-1000MHz

Test mode 1 Polarization Horizontal
Test Model X301W Adapter Model TPA-97H050100VWO01
90,0 dBu¥/m
80
70
60
50 EN55032 Class B 3m Radiation
Margin -6 dB
40
2 4 | 5 5
30 3 I ]
1
20 -
10
0
-10
30.000 60.00 (MHz) 300.00 1000.000
Frequency | Reading | Factor Level Limit |Margin
No. (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB) | ="
1 85.8983 45.06 -21.87 23.19 40.00 |-16.81| QP
2" 106.7587 54.59 -20.41 34.18 40.00 | -5.82 QP
3 147.9214 45.49 -16.51 28.98 40.00 |-11.02| QP
4 202.1004 52.72 -20.34 32.38 40.00 | -7.62 QP
5 250.3011 52.00 -18.58 33.42 47.00 |-13.58| QP
6 374.6225 48.07 -15.41 32.66 47.00 |-14.34| QP
Remark:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Tel.: (86)755-27521059 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
EH |:F a *uﬁﬂ.ﬁlﬁﬁﬁﬂﬁ ol % For anti-fake verification, please visit the official website of Certification and

e e Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn
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Report

No.: CTC20222108E02

Test mode 1 Polarization Vertical

Test Model X301W Adapter Model TPA-97H050100VWO01

90.0 dBu¥/m

80

70

60

50 EN55032 Class B 3m Radiation

Margin -6 dB
40 4
M o 3 7 3 8

30 || - % S

20 |

10

1}

-10

30.000 60.00 [MHz) 300.00 1000.000
No. Frequency | Reading | Factor Level Limit |Margin Detector

(MHz) (dBuV) | (dB/m) |[(dBuV/m)|(dBuV/m)| (dB)

1 37.5479 51.69 -17.69 34.00 40.00 | -6.00 QP
2 64.6594 50.41 -19.47 30.94 40.00 | -9.06 QP
3 94.4284 55.31 -21.41 33.90 40.00 | -6.10 QP
4 * 106.7587 5712 -20.41 36.71 40.00 | -3.29 QP
5 143.3261 50.92 -17.09 33.83 40.00 | -6.17 QP
6 372.0045 48.56 -15.47 33.09 47.00 |[-13.91| QP

Remark:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

B L

WIEATEBEESERS

PaCEEREL ALV R (0 Dl Py R i 0 (00

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Tel.: (86)755-27521059

Fax: (86)755-27521011

Http://www.sz-ctc.org.cn

For anti-fake verification, please visit the official website of Certification and
Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn
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Report No.: CTC20222108E02

Test mode 1 Polarization Horizontal

Test Model X301W Adapter Model GQO07-050100-DG
90.0  dBuV/m

80

70

60

50 EN 55032 RE-Class B 30-1000M

;" Muminﬁdn
40 3 :
X 3

30 |

20

10

0

-10

30.000 60.00 (MHz) 300.00 1000.00
No. Frequency | Reading | Factor Level Limit |Margin D

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

17 42.8997 49.72 -14.34 35.38 40.00 | -4.62 QP
21 69.6004 52.86 -18.39 34.47 40.00 |-553 | QP
3 101.6443 48.79 -16.38 32.41 40.00 | -7.59 QP
4 299.3158 52.61 -13.55 39.06 47.00 | -7.94 QP
5 399.0302 48.90 -11.08 37.82 47.00 | -9.18 | QP
6 519.0649 46.51 -8.71 37.80 47.00 |-9.20 QP

Remark:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

CTC Laboratories, Inc.

2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China

Bl O

Tel.: (86)755-27521059

SOAMEINTHHEEERS

PaCEEREL ALV R (0 Dl Py R i 0 (00

Fax: (86)755-27521011

Http://www.sz-ctc.org.cn

For anti-fake verification, please visit the official website of Certification and

Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn
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Test mode 1 Polarization Vertical

Test Model X301W Adapter Model GQO07-050100-DG
90.0__ dBuV/m

80

70

60

h0 EN 55032 RE-Class B 30-1000M

A Margin -b dB
10
_ o 2

30y e

20

10

0

-10

30.000 60.00 (MHz2) 300.00 1000.00

Frequency | Reading | Factor Level Limit  |Margin

No. (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m) (dB) | “oectr
1 43.2017 48.22 -14.30 33.92 40.00 | -6.08 QP
2 " 70.5836 53.79 -18.60 35.19 40.00 | -4.81 QP
3 99.5281 48.05 -16.45 31.60 40.00 | -8.40 QP
4 299.3158 52.86 -13.55 39.31 47.00 | -7.69 QP
5 399.0302 47.94 -11.08 36.86 47.00 |-10.14| QP
6 869.1302 43.11 -3.07 40.04 47.00 | -6.96 QP

Remark:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Tel.: (86)755-27521059 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
EH |:F Eﬁﬁﬁﬁ‘iiﬁlﬁﬁﬁﬂﬁ ﬁ % For anti-fake verification, please visit the official website of Certification and

e e Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn
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Test mode 1 Polarization Horizontal

Test Model X301W Adapter Model TPA-185B050100BUO1

9p.0 dBuV/m

80
70
60

50 EN 55032 RE-Class B 30-1000M
Marqgin -6 dB ]

40

it
]

30 py Ll (
20

10

30.000 60.00 (MHz) 300.00 1000.00

Frequency | Reading | Factor Level Limit |Margin
(MHz) (dBuV) | (dB/m) [(dBuV/m)|(dBuV/m)| (dB)

1" 42.8997 49.72 -14.34 35.38 4000 | -462 | QP
21 69.6004 52.86 -18.39 34.47 40.00 |-553 | QP
3 101.6443 48.79 -16.38 32.41 40.00 | -7.59 | QP
4 299.3158 52.61 -13.55 39.06 47.00 |-7.94 | QP
<
6

Detector

399.0302 48.90 -11.08 37.82 4700 |-9.18 | QP
519.0649 46.51 -8.71 37.80 47.00 | -9.20 | QP

Remark:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Tel.: (86)755-27521059 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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Report

No.: CTC20222108E02

Test mode 1 Polarization Vertical
Test Model X301W Adapter Model TPA-185B050100BU01
90.0__dBuV/m
80
70
60
50 EN 55032 RE-Class B 30-1000M
" Margin -6 dB 3

410

_ o 9
VI ——
20
10
0
-10
30.000 60.00 (MHz) 300.00 1000.00

Frequency | Reading | Factor Level Limit |Margin
No. (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/im) (dB) & =
1 43.2017 48.22 -14.30 33.92 40.00 | -6.08 | QP
2 " 70.5836 53.79 -18.60 35.19 40.00 | -4.81 QP
3 99.5281 48.05 -16.45 31.60 40.00 | -840 | QP
4 299.3158 52.86 -13.55 39.31 47.00 | -7.69 | QP
5 399.0302 47.94 -11.08 36.86 47.00 |-10.14| QP
6 869.1302 43.11 -3.07 40.04 47.00 | -6.96 | QP
Remark:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

B |

Tel.: (86)755-27521059

SOAMEINTHHEEERS

PaCEEREL ALV R (0 Dl Py R i 0 (00

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China

Fax: (86)755-27521011

Http://www.sz-ctc.org.cn
For anti-fake verification, please visit the official website of Certification and
Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn
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Test mode 1 Polarization Horizontal

Test Model X303wW Adapter Model TPA-97H050100VWO01

90.0 dBuV¥/m

80

70

60

50 EN55032 Class B 3m Radiation
Margin -6 dB
58

40

30

20

10

-10
30.000 60.00 [MHz) 300.00 1000.000

Frequency | Reading | Factor Level Limit |Margin
(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

1 106.7587 51.79 -20.41 31.38 40.00 | -8.62 QP
2 162.0413 48.75 -17.29 31.46 40.00 | -8.54 QP
3" 197.8928 54.16 -20.24 33.92 40.00 |[-6.08 | QP
4
5

No.

Detector

305.6800 51.80 -17.04 34.76 4700 |-1224| QP
451.1350 49.00 -13.39 35.61 47.00 |-11.39| QP
6 487.3150 47.98 -12.85 35.13 47.00 |-11.87| QP

Remark:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Tel.: (86)755-27521059 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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Test mode 1 Polarization Vertical
Test Model X303wW Adapter Model TPA-97H050100VWO01
90.0 dBuV/m
80
70
60
50 EN55032 Class B 3m Radiation
Margin -6 dB 5
40 3 o
ﬁ. K X . ¥
30 | I , | . |
20 1L 0l
10
0
-10
30.000 60.00 [MHz) 300.00 1000.000
No. Frequency | Reading | Factor Level Limit |Margin Detector
(MHz) (dBuV) | (dB/m) |[(dBuV/m)|(dBuVv/m)| (dB)
11 30.5306 53.62 -18.22 35.40 40.00 | -4.60 QP
21 37.2855 54.39 -17.74 36.65 40.00 | -3.35 QP
3| 64.6594 55.37 -19.47 35.90 40.00 |[-410| QP
4 1 106.7587 57.18 -20.41 36.77 40.00 | -3.23 QP
5~ 162.0414 54.09 -17.29 36.80 40.00 | -3.20 QP
6 | 522.7180 53.40 -12.22 41.18 47.00 |[-582 | QP
Remark:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Tel.: (86)755-27521059 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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Report No.: CTC20222108E02

Test mode 1 Polarization Horizontal

Test Model X303W Adapter Model GQ07-050100-DG

90.0__ dBuV/m

80

70

60

50 EN 55032 RE;E‘:BBS B 30-1000M

Margin -6 dB

N 1 § 3 % T

30

20

10

0

-10
30.000 60.00 (MHz2) 300.00 1000.00
No. | Froatency | Readng | Facor | Lovel | st Mo ceec
1 104.5360 45.92 -16.40 29.52 40.00 |-1048, QP
21 161.4740 55.38 -19.13 36.25 40.00 | -3.75 QP
3 197.8928 49.61 -16.28 33.33 40.00 | -6.67 | QP
4 232.5318 50.44 -15.13 35.31 47.00 |-11.69| QP
5 * | 520.8882 52.00 -8.67 43.33 47.00 | -3.67 | QP
6 1 | 556.7743 50.99 -1.77 43.22 47.00 | -3.78 | QP

Remark:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Bl O

Tel.: (86)755-27521059
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CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
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Report No.: CTC20222108E02

Test mode 1 Polarization Vertical
Test Model X303wW Adapter Model GQO07-050100-DG
90.0__dBuV/m

80

70

60

50 EN 55032 RE-Class B 30-1000M

Margin B. dp%f( .
® z 3 4
30 \ i
)

20 |.

10

0
-10

30.000 60.00 (MHz) 300.00 1000.00

Frequency | Reading | Factor Level Limit |Margin

No. (MHz) (dBuV) | (dB/m) (dBuV/m)|(dBuV/m) (dB) | <
1 99.5281 45.09 -16.45 28.64 40.00 |-11.36| QP
21 161.4742 54.63 -19.13 35.50 40.00 | 450 | QP
31 199.2855 50.46 -16.14 34.32 40.00 | -568 | QP
4 232.5318 50.31 -15.13 35.18 47.00 |-11.82| QP
51 | 520.8882 52.25 -8.67 43.58 47.00 | -342 | QP
6 * | 556.7744 51.43 -7.77 43.66 47.00 | -3.34 | QP
Remark:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

B |

Tel.: (86)755-27521059
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Test mode 1 Polarization Horizontal

Test Model X303W Adapter Model TPA-185B050100BUO1

90.0__ dBuV/m

80

70

60

50 EN 55032 RE-Class B 30-1000M

Margin E_ t.‘llﬂ%% )

N 3§

30 !

20

10

0

-10

30.000 60.00 (MHz) 300.00 1000.00

Frequency | Reading | Factor Level Limit |Margin

No. (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB) | =
1 104.5360 45.92 -16.40 29.52 40.00 |-10.48| QP
21 161.4740 55.38 -19.13 36.25 40.00 | -3.75 | QP
3 197.8928 49.61 -16.28 33.33 40.00 | -6.67 | QP
4 232.5318 50.44 -15.13 35.31 4700 |-11.69| QP
5 * | 520.8882 52.00 -8.67 43.33 47.00 | -3.67 | QP
6 ! 556.7743 50.99 -1.77 43.22 47.00 | -3.78 | QP

Remark:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor

2.Margin value = Level -Limit value

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Tel.: (86)755-27521059 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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Test mode 1 Polarization Vertical

Test Model X303W Adapter Model TPA-185B050100BUO1

90.0 _ dBuV/m

8o
70
60

50 EN 55032 RE-Class B 30-1000M

Margin -6 dpﬁ'(% |

40

30 ]
20
10

-10
30.000 60.00 (MHz) 300.00 1000.00

Frequency | Reading | Factor Level Limit |Margin

No. (MHz) (dBuV) | (dB/m) [(dBuV/m) (dBuV/m)| (dB)

Detector

99.5281 45.09 -16.45 28.64 40.00 |-11.36| QP

I | 161.4742 54.63 -19.13 35.50 40.00 | 450 | QP

1
2
31| 199.2855 50.46 -16.14 34.32 40.00 | -568 | QP
4 232.5318 50.31 -15.13 35.18 47.00 |-11.82| QP

51 | 520.8882 52.25 -8.67 43.58 47.00 | -342 | QP

6 * | 556.7744 5143 -7.77 43.66 47.00 | -3.34 | QP

Remark:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Tel.: (86)755-27521059 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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&R

(2) Above 1000MHz

Test mode 1 Polarization Horizontal
Test Model X301W Adapter Model TPA-97H050100VWO01
9p0.0 dBu¥/m
80
EN 55032 Class B 3M Above-1G Peak
70
. 5032 Class B|: _
1 3 ]
40
30 >2< g{ &
20
10
0
-10
1000.000 MHz] 6000.000
No. Frequency | Reading | Factor Level Limit [Margin Detector
(MHz) (dBuV) | (dB/m) |[(dBuV/m)|(dBuV/m)| (dB)
1 1415.668 5242 -11.66 40.76 74.00 |-33.24| peak
2 1415.668 37.03 -11.66 25.37 54.00 |-28.683| AVG
3 2557.121 50.20 -7.22 42.98 74.00 |-31.02| peak
4 * | 2557.121 33.97 -7.22 26.75 54.00 |-27.25| AVG
5 3193.317 49.73 -6.86 42.87 74.00 |-31.13| peak
6 3193.317 31.73 -6.86 24.87 5400 |-29.13| AVG
Remark:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

B L

Tel.: (86)755-27521059
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Test mode 1 Polarization Vertical

Test Model X301W Adapter Model TPA-97H050100VWO01

90.0 dBu¥/m

80
EN 55032 Class B 3M Above-1G Peak

70

60
EN 55032 Class B|3M Above-1G AY

50 3
1
40
4

x

30 >2< E{

20

10

1]

-10

1000.000 (MHz) 6000.000
No. Frequency | Reading | Factor Level Limit |Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuv/im)| (dB)

1790.190 53.82 -10.82 43.00 74.00 |-31.00| peak

1790.190 40.70 -10.82 29.88 54.00 [-2412| AVG

2126.188 57.78 -8.85 48.93 74.00 |-25.07| peak

| 2126.188 42.99 -8.85 34.14 54.00 |-19.86| AVG

| Bl w|l ] =

2401.684 50.10 -7.67 42.43 74.00 |-31.57| peak

6 2401.684 35.23 -7.67 27.56 54.00 |-26.44| AVG

Remark:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Tel.: (86)755-27521059 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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Test mode 1 Polarization Horizontal
Test Model X301W Adapter Model GQO07-050100-DG
90.0 _ dBuV/m
80
EN 55032 RE-Class B 3M Above 1G PK
70
60
EN 55032 RE-Class B 3M Above 1G AY
50
1
40
30
20
10
0
-10
1000.000 (MHz) 6000.00 A g
af
Frequency | Reading | Factor Level Limit  Margin r
No. (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m) (dB) | <
1 1194.090 52.43 -7.82 44 .61 74.00 |-29.39| peak <
2 1194.090 38.76 -7.82 30.94 54.00 |-23.06| AVG
3 1413.133 49.75 -6.85 42.90 74.00 |-31.10| peak
4 1413.133 38.52 -6.85 31.67 54.00 |-22.33| AVG
5 1596.237 53.79 -6.83 46.96 74.00 |-27.04| peak
6 * | 1596.237 40.04 -6.83 33.21 54.00 |-20.79| AVG
Remark:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Tel.: (86)755-27521059 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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Test mode 1 Polarization Vertical
Test Model X301W Adapter Model GQO07-050100-DG
90.0__dBu¥/m

80

EN 55032 RE-Class B 3M Above 1G PK
70
60
EN 55032 RE-Class B 3M Above 1G AY
50
1

) M
0 % %

20

10

0
-10

1000.000 {MHz) 6000.00
No. Frequency | Reading | Factor Level Limit |Margin Detector
(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m) (dB)

1 1196.231 51.06 -7.82 43.24 74.00 |-30.76 | peak
2 1196.231 37.36 -7.82 29.54 54.00 |-24.46| AVG
3 1393.022 53.28 -6.89 46.39 74.00 |-27.61| peak
4 * 1393.022 39.46 -6.89 32.57 54.00 |-21.43| AVG
5 1596.237 51.96 -6.83 4513 74.00 |-28.87 | peak
6 1596.237 37.59 -6.83 30.76 5400 |[-23.24| AVG
Remark:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Bl O

Tel.: (86)755-27521059

SOAMEINTHHEEERS

PaCEEREL ALV R (0 Dl Py R i 0 (00

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China

Fax: (86)755-27521011
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Test mode 1 Polarization Horizontal

Test Model X301W Adapter Model TPA-185B050100BUO1

9p.0 dBuV/m

80
EN 55032 RE-Class B 3M Above 1G PK

70

60
EN 55032 RE-Class B 3M Above 1G AY

50

40

30

20

10

0

-10
1000.000 (MHz) 6000.00

No Frequency | Reading | Factor Level Limit  |Margin
' (MHz) (dBuV) | (dB/m) [(dBuV/m)|(dBuV/m)| (dB)

1 1194.090 52.43 -7.82 44 .61 74.00 |-29.39| peak
2 1194.090 38.76 -7.82 30.94 54.00 |-23.06| AVG
3 1413.133 49.75 -6.85 42.90 74.00 |-31.10| peak
4 1413.133 38.52 -6.85 31.67 54.00 |-22.33| AVG
5 1596.237 53.79 -6.83 46.96 74.00 |-27.04 | peak
6 * | 1596.237 40.04 -6.83 33.21 54.00 |-20.79| AVG

Detector

Remark:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Tel.: (86)755-27521059 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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Test mode 1 Polarization Vertical

Test Model X301W Adapter Model TPA-185B050100BUO1

90.0__ dHuY{m

80
EN 55032 RE-Class B 3M Above 1G PK

70

60
EN 55032 RE-Class B 3M Above 1G AY

40 WMMWWWWWW
4 %

30

20

10

0

-10

1000.000 (MHz) 6000.00
No. | Froguency | Readng | Factr | Lovel  mimit ) M8 o
1 1196.231 51.06 -7.82 43.24 74.00 |-30.76| peak
2 1196.231 37.36 -7.82 29.54 54.00 |-24.46| AVG
3 1393.022 53.28 -6.89 46.39 74.00 |-27.61| peak
4 * | 1393.022 39.46 -6.89 32.57 54.00 |-21.43| AVG
5 1596.237 51.96 -6.83 45.13 74.00 |-28.87 | peak
6 1596.237 37.59 -6.83 30.76 54.00 |-23.24| AVG

Remark:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Tel.: (86)755-27521059 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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Test mode 1 Polarization Horizontal
Test Model X303wW Adapter Model TPA-97H050100VWO01
90.0 dBuV/m
80
EN 55032 Class B 3M Above-1G Peak
70
50
; 3
40 WMWWMW
30 2 % £
*
20
10
1]
-10
1000.000 [MHz) 6000.000
Frequency | Reading | Factor Level Limit |Margin
No. Detector
(MHz) (dBuV) | (dB/m) [(dBuV/m)|(dBuVvim)| (dB)
1 1961.484 51.34 -9.66 41.68 74.00 |-32.32| peak
2 1961.484 35.99 -9.66 26.33 54.00 |-27.67| AVG
3 2557.121 50.48 -7.22 43.26 74.00 |-30.74 | peak
4 2557.121 36.63 -7.22 29.41 5400 |-24.59| AVG
5 4261.126 49.89 -4.06 45.83 74.00 |-28.17| peak
6 * 4261.126 34.34 -4.06 30.28 5400 |-23.72| AVG
Remark:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
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Test mode 1 Polarization Vertical
Test Model X303wW Adapter Model TPA-97H050100VWO01
90.0 dBuW/m
80
EN 55032 Class B 3M Above-1G Peak
70
60
3 EN 55032 Class B|3M Above-1G AY
50 . 2
40
X
30 %
20
10
0
-10
1000.000 {MHz) §000.000
Frequency | Reading | Factor Level Limit |[Margin
No. Detector
(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)
1 1996.946 54.96 -9.41 45.55 74.00 |-28.45| peak
2 1996.946 38.10 -9.41 28.69 54.00 |-25.31| AVG
3 2122.382 62.19 -8.87 53.32 74.00 |-20.68| peak
4 2122.382 49.41 -8.87 40.54 54.00 |-13.46| AVG
5 4261.126 53.05 -4.06 48.99 74.00 |-25.01| peak
B 4261.126 37.47 -4.06 33.41 5400 |-20.59| AVG
Remark:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Tel.: (86)755-27521059 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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Test mode 1 Polarization Horizontal
Test Model X303W Adapter Model GQO07-050100-DG
90.0 dBuVY/m
80
EN 55032 RE-Class B 3M Above 1G PK
70
60
EN 55032 RE-Class B 3M Above 1G AV
50
1
o MMM‘MLM
30 & 4
20
10
0
-10
1000.000 {MHz) 6000.00
No. Frequency | Reading | Factor Level Limit |Margin Detector
(MHz) (dBuV) (dB/m) |(dBuV/m)|(dBuV/m)| (dB)
1 1196.231 50.29 -7.82 42.47 74.00 |-31.53| peak
2 1196.231 37.43 -7.82 29.61 5400 |-24.39, AVG
3 1329.615 49.37 -7.19 42.18 74.00 |-31.82| peak
4 1329.615 36.17 -7.19 28.98 54.00 |-25.02 AVG
5 1596.237 51.23 -6.83 44 .40 74.00 |-29.60| peak
6 * 1596.237 37.37 -6.83 30.54 54.00 |-23.46| AVG
Remark:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
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Test mode 1 Polarization Vertical
Test Model X303wW Adapter Model GQO07-050100-DG
90.0__dBuV/m
80
EN 55032 RE-Class B 3M Above 1G PK
70
60
EN 55032 RE-Class B 3M Above 1G AY
50 1
40
30
20
10
0
-10
1000.000 (MH2) 6000.00
Frequency | Reading | Factor Level Limit  |Margin
No. (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (aB) | "=
1 1395.520 52.87 -6.88 45.99 74.00 |-28.01| peak
2 1395.520 38.45 -6.88 31.57 54.00 |-22.43| AVG
3 1596.237 52.48 -6.83 45.65 74.00 |-28.35| peak
4 * | 1596.237 39.40 -6.83 32.57 54.00 |-21.43| AVG
5 1996.946 47.04 -5.45 41.59 74.00 |-32.41| peak
6 1996.946 34.90 -5.45 29.45 54.00 |-24.55| AVG
Remark:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

EN mﬂ;ﬁi&i‘iﬂﬁ”ﬁﬁﬁﬂﬁﬁ S

PaCEEREL ALV R (0 Dl Py R i 0 (00

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
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Test mode 1 Polarization Horizontal
Test Model X303W Adapter Model TPA-185B050100BUO1
90.0__ dBuV/m
80
EN 55032 RE-Class B 3M Above 1G PK
70
60
EN 55032 RE-Class B 3M Abowve 1G AV
50
1
40 MMMM
30 & 1
20
10
0
-10
1000.000 (MHz) 6000.00
No. Frequency | Reading | Factor Level Limit |Margin Detector
(MHz) (dBuV) | (dB/m) |(dBuV/m) (dBuV/m)| (dB)
1 1196.231 50.29 -7.82 42.47 74.00 |-31.53| peak
2 1196.231 37.43 -7.82 29.61 54.00 |-24.39| AVG
3 1329.615 49.37 -7.19 42.18 74.00 |-31.82| peak
4 1329.615 36.17 -7.19 28.98 54.00 |-25.02| AVG
5 1596.237 51.23 -6.83 44.40 74.00 |-29.60| peak
6 * | 1596.237 37.37 -6.83 30.54 54.00 |-23.46| AVG
Remark:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
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Test mode 1 Polarization Vertical
Test Model X303W Adapter Model TPA-185B050100BU01
90.0 dBu¥/m
80
EN 55032 RE-Class B 3M Above 1G PK
70
60
EN 55032 RE-Class B 3M Above 1G AY
50 1
40
30
20
10
0
-10
1000.000 {MHz) 6000.00
Frequency | Reading | Factor Level Limit |Margin
No. (MHz) (dBuV) | (dB/m) |(dBuV/m) (dBuV/m)| (dB) | <
1 1395.520 52.87 -6.88 45.99 74.00 |[-28.01| peak
2 1395.520 38.45 -6.88 31.57 5400 |-2243| AVG
3 1596.237 52.48 -6.83 4565 74.00 |-28.35| peak
4 * 1596.237 39.40 -6.83 32.57 5400 |-21.43| AVG
5 1996.946 47.04 -5.45 41.59 74.00 |-32.41| peak
6 1996.946 34.90 -5.45 29.45 5400 |-2455| AVG
Remark:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
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3.2. Conducted Emission (AC Mains)
M

LIMIT
Please refer to ETSI EN301489-1 Clause 8.4.3.2 and CENELEC EN 55032 Annex A3 Table A.10

Limits
Frequency range dB(uV)
MHz
Quasi-peak Average
0,15 to 0,50 66 to 56 56 to 46
0,50to 5 56 46
5to 30 60 50
NOTE 1 The lower limit shall apply at the transition frequencies.
NOTE 2 The limit decreases linearly with the logarithm of the frequency in the
range 0,15 MHz to 0,50 MHz.

TEST CONFIGURATION

Vertical Reference
Ground Plane ~Test Receiver
Vo
—ig——

Lo, |
|

|

oo
o0
oo
[ E]

40cm

EUT
I

[] ITEJm
[ 1 -

™N T
\Horizontal Reference
G round Plane

Hote: 1 _ Support units were connected to second LISH.
2.Both of LISHs[AMHN)]) are 80 cm from EUT and at least 80
from otherunits and eother metal planes

JJSII h H

TEST PROCEDURE
Please refer to ETSI EN 301 489-1 Clause 8.4.3 and CENELEC EN 55032 Annex A3 Table A.8

TEST MODE
Please refer to the Clause 2.4

TEST RESULTS

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
~ Tel.: (86)755-27521059 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
E3 1 B/l For anti-fake verification, please visit the official website of Certification and
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Test mode 1 Terminal Line
Test Model X301W Adapter Model TPA-97H050100VWO01
1207
100+
80+
= EN 55032 Cllass Bl Volnge onM ainsQP
g o0 o _
=R s 5 2.8 Volng, .3
Fil, I \ " L - - *
g 40t | .
-
20—+
O__
-20 | i —t— : | —t—t——— | |
150k 300 400500 800 1M 2ZM 3M 4M5M6 8 10M 20M  30M
Frequency inHz
Final Measurement Detector 1
Frequency | QuasiPeak Meas. Bandwidth | Fiter | Line | Corr. | Margin Limit Comment
(MHz) (dBu V) Time (kHz) (dB) (dB) (dBu
(ms) V)
0416730 516 100000 9.000 | On L1 100 59 75
3.851240 438 1000.00 9.000 | On L1 100 122 56.0
4204770 459 1000.00 9.000 | On L1 100 102 56.0
Final Measurement Detector 2
Frequency | Average Meas. Bandwidth | Fiter | Line | Corr. | Margin Lirmit Comment
(MHz) (dBp V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0.351050 36.0| 1000.00 9.000 | On L1 10.0 120 489
0.384810 409 | 1000.00 9.000 | On L1 10.0 73 482
0.420140 43.7| 100000 9.000 | On L1 10.0 a7 47 4

Emission Level= Read Level+ Correct Factor

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Http://www.sz-ctc.org.cn

Fax: (86)755-27521011
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Test mode 1 Terminal Neutral

Test Model X301W Adapter Model TPA-97H050100VWO1

1207

100+

80T

[
=2
/
rm
1
1
_3
I
=
=8
B
1
o
=

Level indBp
o+
c| 1
i
i
|

-20 T t t 1 t t f f F—t—+— t
150k 300 400500 800 1M 2M M dAMSM 6 8 10M 20 30M
Frequency inHz

Final Measurement Detector 1

Frequency | QuasiPeak Meas. Bandwidth | Fiter | Line | Corr. | Margin Limit Comment
(MHz) (dBu V) Time (kHz) (dB) | (dB) | (dBu
(ms) V)
0.418460 493 1000.00 9.000 [ On N a7 8.2 575
4. 854620 453 1000.00 9.000 [ On N a7 10.7 56.0
5717910 446 | 1000.00 9.000 [ On N a7 154 60.0

Final Measurement Detector 2

Frequency | Average Meas. Bandwidth | Filter | Line | Corr. | Margin Limit Comment
(MHz) (dBp V) Time (kHz) (dB) | (dB) (dBp
(ms) V)
0.421820 37.7 | 1000.00 9.000 | On N 97 97 474
4221580 26.2 | 1000.00 9.000 | On N 97 198 46.0
4 816020 31.7 | 1000.00 9.000 | On N 97 143 46.0

Emission Level= Read Level+ Correct Factor

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
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Test mode 1 Terminal Line
Test Model X301W Adapter Model GQO07-050100-DG
1201
1001
80+
a EN 55033 Clls B tace onMan F
@ 60--_:\‘\ r
I it . Ma
= T g = - a
ib}
3 401
|
20+
D__
-20 | : 1 : : —t—t——— : |
150k 300 400500 800 1M 2M 3M 4M5M6 8 10M 20M  30M

Frequency inHz

Final Measurement Detector 1

Frequency | QuasiPeak Meas. Bandwidth | Filter | Line | Corr. | Margin Limit Comment
(MHz) (dBp V) Time (kHz) (dB) | (dB) (dBp
(ms) V)
0.163120 78| 1000.00 9.000 | On L1 97 7h 65.3
0231770 541 1000.00 9.000 | On L1 97 83 62.4
0.351050 481 1000.00 9.000 | On L1 97 10.8 589

Final Measurement Detector 2

Frequency | Average Meas. Bandwidth | Fiter | Line | Corr. | Margin Limit Comment
(MHz) (dBp V) | Time (kHz) (dB) | (dB) | (dBu
(ms) V)
0.150600 403 | 1000.00 9.000 [ On L1 97 15.7 56.0
0.352460 37.6| 1000.00 9.000 [ On L1 97 11.3 489
0.369750 37.7| 1000.00 9.000 [ On L1 97 10.8 485

Emission Level= Read Level+ Correct Factor

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
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Test mode 1 Terminal Neutral
Test Model X301W Adapter Model GQO07-050100-DG
1201
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Frequency in Hz

Final Measurement Detector 1

Frequency | QuasiPeak Meas. Bandwidth | Filter | Line | Corr. | Margin Limit Comment
(MHz) (dBp V) Time (kHz) (dB) | (dB) | (dBu
(ms) V)
0.155490 582 | 1000.00 9.000 | On N 100 75 65.7
0.234570 542 1000.00 9.000 | On N 100 8.1 62.3
0.298050 498 | 1000.00 9.000 | On N 100 105 60.3

Final Measurement Detector 2

Frequency | Average Meas. Bandwidth | Fiter | Line | Corr. | Margin Limit Comment
(MHz) (dBp V) Time (kHz) (dB) | (dB) (dBp
(ms) V)
0.162470 36.3| 1000.00 9.000 | On N 100 16.0 553
0.184610 380| 1000.00 9.000 | On N 100 154 543
0.352460 3324 | 1000.00 9.000 | On N 100 155 489

Emission Level= Read Level+ Correct Factor

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
. Tel.: (86)755-27521_9 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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Test mode 1 Terminal Line
Test Model X301W Adapter Model TPA-185B050100BUO1
1201
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Frequency inHz

Final Measurement Detector 1

Frequency | QuasiPeak Meas._ Bandwidth | Fiter | Line | Corr. | Margin Limit Comment
(MHz) (dBu V) Time (kHz) (dB) | (dB) | (dBu
(ms) V)
0163120 578 100000 9000 On L1 97 75 653
0231770 541 1000.00 9.000 | On L1 97 83 62.4
0.351050 48.1| 1000.00 9.000 | On L1 97 10.8 589

Final Measurement Detector 2

Frequency | Average Meas. Bandwidth | Filter | Line | Corr. | Margin Lirmit Comment
(MHz) (dBp V) Time (kHz) (dB) | (dB) (dBp
(ms) V)
0150600 40.3 | 1000.00 9.000 | On L1 97 157 56.0
0.352460 37.6| 1000.00 9.000 | On L1 97 113 489
0.369750 37.7 | 1000.00 9.000 | On L1 97 108 485

Emission Level= Read Level+ Correct Factor

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
. Tel.: (86)755-27521_9 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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Test mode 1 Terminal Neutral
Test Model X301W Adapter Model TPA-185B050100BUO1
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Frequency inHz
Final Measurement Detector 1
Frequency | QuasiPeak Meas._ Bandwidth | Fiter | Line | Corr. | Margin Limit Comment
(MHz) (dBp V) Time (kHz) (dB) (dB) (dBu
(ms) V)
0.155490 582 | 1000.00 9000 On N 100 75 B5.7
0234570 542 100000 9000 On N 100 8.1 623
0.298050 498 | 1000.00 9.000 | On N 100 105 60.3
Final Measurement Detector 2
Frequency | Average Meas. Bandwidth | Hiter | Line | Corr. | Margin Lirmit Comment
(MHz) (dBp V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0.162470 303 | 1000.00 9.000 | On N 10.0 16.0 553
0.184610 380 1000.00 9.000 | On N 10.0 154 543
0.352460 334 | 1000.00 9.000 | On N 10.0 155 489

Emission Level= Read Level+ Correct Factor

.-'ﬁ-ﬂ hﬂ'r!"j""_é"i'

Tel.: (86)

s

755-27521059
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CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Http://www.sz-ctc.org.cn

Fax: (86)755-27521011
For anti-fake verification, please visit the official website of Certification and
Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn
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Test mode 1 Terminal Line
Test Model X303W Adapter Model TPA-97H050100VWO01
1207
100+
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Frequency inHz
Final Measurement Detector 1
Frequency | QuasiPeak Meas. Bandw idth | Fitter | Line | Corr. | Margin Limit Comment
(MHz) (dBu V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0.413480 505 1000.00 9.000 | On L1 97 71 hr B
3745110 454 1000.00 9.000 | On L1 97 106 h6.0
4932760 429 1000.00 9.000 | On L1 97 13.1 56.0
Final Measurement Detector 2
Frequency | Average Meas. Bandwidth | Hiter | Line | Corr. | Margin Limit Comment
(MHz) (dBu V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0415130 412 100000 9.000 [ On L1 a7 6.3 475
4171330 32.3| 100000 9.000 [ On L1 a7 137 46.0
4 572460 329 100000 9.000 [ On L1 a7 131 46.0

Emission Level= Read Level+ Correct Factor

.-'ﬁ-ﬂ hﬂ'r!"j""_é"i'
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CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Http://www.sz-ctc.org.cn

Fax: (86)755-27521011
For anti-fake verification, please visit the official website of Certification and
Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn
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Test mode 1 Terminal Neutral
Test Model X303wW Adapter Model TPA-97H050100VWO01
1207
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Frequency inHz
Final Measurement Detector 1
Frequency | QuasiPeak Meas. Bandwidth | Fiter | Line | Corr. | Margin Limit Comment
(MHz) (dBp V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0.202360 405 1000.00 9000 On N 10.0 23.0 63.5
0209760 419 100000 9000 | On N 100 214 632
0413480 H2 3| 100000 9000 | On N 100 53 576
Final Measurement Detector 2
Frequency | Average Meas. Bandwidth | Hiter | Line | Corr. | Margin Limit Comment
(MHz) (dBp V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0.348260 330( 1000.00 9.000 | On N 100 160 490
0.383280 36.9| 1000.00 9.000 | On N 10.0 11.3 482
0.416790 39.7 | 1000.00 9.000 | On N 10.0 7.8 475

Emission Level= Read Level+ Correct Factor

Tel.:

(86)755-27521059
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CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
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Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn




A
yCiON

Page 47 of 87

Report No.: CTC20222108E02

Test mode 1 Terminal Line
Test Model X303W Adapter Model GQO07-050100-DG
1207
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Frequency inHz
Final Measurement Detector 1
Frequency | QuasiPeak Meas. Bandwidth | Fiter | Line | Corr. | Margin Limit Comment
(MHz) (dBp V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0156110 594 100000 9000 | On L1 ar 6.3 657
0232700 555 100000 9000 | On L1 ar 69 62 4
0351050 503 100000 9000 | On L1 a7 a6 589
Final Measurement Detector 2
Frequency | Average Meas. Bandwidth | Hiter | Line | Corr. | Margin Limit Comment
(MHz) (dBu V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0167740 43.3| 1000.00 9.000 | On L1 97 118 551
0.186090 41.8| 1000.00 9.000 | On L1 97 124 542
0369750 39.1| 1000.00 9.000 | On L1 97 94 485

Emission Level= Read Level+ Correct Factor

CTC Laboratories, Inc.

2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China

Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
For anti-fake verification, please visit the official website of Certification and
Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn
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Test mode 1 Terminal Neutral

Test Model X303W Adapter Model GQO07-050100-DG

1207

1001

80

205"

Level in dBp
<%

-20 : : —t—t—t—+—+ : : —t—+——+—
150k 300 400500 800 1M 2 3M 4M5SM6 8 10M 20M  30M
Frequency inHz

Final Measurement Detector 1

Frequency | QuasiPeak Meas._ Bandwidth | Filter | Line | Corr. | Margin Limnit Comment
(MHz) (dBp V) Time (kHz) (dB) | (dB) (dBp
(ms) V)
0.154870 587 | 1000.00 9.000 | On N 100 71 657
0.232700 562 | 1000.00 9000 | On N 100 6.2 624
0.293330 514 100000 9.000| On N 100 9.0 604

Final Measurement Detector 2

Frequency | Average Meas. Bandwidth | Fiter | Line | Corr. | Margin Limit Comment
(MHz) (dBu V) Time (kHz) (dB) | (dB) (dBu
(ms) V)
0.150000 43.2( 100000 9.000 | On N 100 128 56.0
0.166410 428 ( 1000.00 9.000 | On N 100 123 551
0.203170 30.0| 1000.00 9.000 | On N 10.0 145 535

Emission Level= Read Level+ Correct Factor

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
. Tel.: (86)755-27521_9 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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Test mode 1 Terminal Line
Test Model X303W Adapter Model TPA-185B050100BUO1
1207
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Frequency inHz
Final Measurement Detector 1
Frequency | QuasiPeak Meas. Bandwidth | Fiter | Line | Corr. | Margin Limit Comment
(MHz) (dBp V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0156110 594 1000.00 9.000 [ On L1 ari 6.3 65.7
0.232700 555 1000.00 9.000 [ On L1 ar 6.9 62.4
0.351050 50.3] 1000.00 9.000 [ On L1 ar 86 589
Final Measurement Detector 2
Frequency | Average Meas. Bandwidth | Hiter | Line | Corr. | Margin Limit Comment
(MHz) (dBp V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0167740 43.3| 100000 9.000 | On L1 97 118 55.1
0.186090 41.8| 1000.00 9.000 | On L1 97 124 542
0.369750 391 | 1000.00 9.000 | On L1 97 94 485

Emission Level= Read Level+ Correct Factor

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
. Tel.: (86)755-27521_9 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
EiL AT &5 e For anti-fake verification, please visit the official website of Certification and
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Test mode Terminal Neutral
Test Model X303W Adapter Model TPA-185B050100BUO1
120
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Frequency inHz
Final Measurement Detector 1
Frequency | QuasiPeak Meas. Bandw idth | Filter | Line | Corr. | Margin Limit Comment
(MHz) (dBu V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0.154870 587 1000.00 9.000 | On N 100 T 65.7
0.232700 562 | 1000.00 9.000 | On N 100 62 62.4
0.293330 514 1000.00 9.000 | On N 100 9.0 60.4
Final Measurement Detector 2
Frequency | Average Meas. Bandwidth | Fiter | Line | Corr. | Margin Limit Comment
(MHz) (dBu V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0.150000 43.2| 1000.00 9.000 | On N 10.0 128 56.0
0.166410 428 100000 9.000 | On N 10.0 123 55.1
0.203170 39.0| 100000 9.000 | On N 10.0 145 535

Emission Level= Read Level+ Correct Factor

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Http://www.sz-ctc.org.cn

Fax: (86)755-27521011
For anti-fake verification, please visit the official website of Certification and
Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn
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3.3. Conducted Emission (Signal Mains)
LIMIT
Please refer to ETSI EN301489-1 Clause 8.4.3.2 and CENELEC EN 55032 Annex A Table A.12
Frequency range VOItage lelts dB(H.V) Current |Im|tS dB(},l.A)
(MH2) Quasi-peak Average Quasi-peak Average
0.15~0.5 84 ~74 74 ~ 64 40 ~ 30 30 ~20
0.5~30 74 64 30 20

Note: if “150Q to 50Q adaptor” applied, correction factor of 9.5dB should be added to the test data.

TEST CONFIGURATION

4

Tert reference

ISP IS TIPS

g

Iy EMI weceiver

~~HHHB ©

| ©

e
%

Is

=

TEST PROCEDURE

¥

Please refer to CENELEC EN 55032 section C4

TEST MODE
Please refer to the Clause 2.4

TEST RESULTS

Eeference ground plane

Tel.: (86)755-27521

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China

059 Fax: (86)755-27521011
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Http://www.sz-ctc.org.cn
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Test mode Terminal Lan
Test Model X301W Adapter Model TPA-97H050100VWO01
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Frequency in Hz
Final Measurement Detector 1
Frequency | QuasiPeak Meas. Bandw idth | Fitter | Line | Corr. | Margin Limit Comment
(MHz) (dBu V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0.395720 643 1000.00 9.000 | On N 100 116 759
0416790 64 5| 1000.00 9.000 | On N 100 111 755
3179670 h66 | 1000.00 9.000 | On N 100 174 740
Final Measurement Detector 2
Frequency | Average Meas. Bandwidth | Hiter | Line | Corr. | Margin Limit Comment
(MHz) (dBu V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0.391010 558 100000 9.000 [ On N 10.0 102 66.0
0.423500 57.2| 100000 9.000 [ On N 10.0 82 654
2482510 489 | 100000 9.000 [ On N 10.0 151 64.0

Emission Level= Read Level+ Correct Factor

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
. Tel.: (86)755-27521_9 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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Test mode 1 Terminal Lan
Test Model X301W Adapter Model GQO07-050100-DG
1207
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Frequency inHz
Final Measurement Detector 1
Frequency | QuasiPeak Meas. Bandwidth | Filter | Line | Corr. | Margin Limit Comment
(MHz) (dBu V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0.521210 h66 | 1000.00 9.000 | On LAN 100 174 740
0.641450 522 1000.00 9.000 | On LAN 100 218 740
0.683760 498 | 1000.00 9.000 | On LAN 100 242 740
Final Measurement Detector 2
Frequency | Average Meas. Bandw idth | Fiter | Line | Corr. | Margin Limit Comment
(MHz) (dBp V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0.449640 41.6| 100000 9.000 | On LAN 10.0 233 649
0.546780 450 100000 9.000 | On LAN 10.0 190 64.0
2502410 491 | 100000 9.000 | On LAN 10.0 149 64.0

Emission Level= Read Level+ Correct Factor

Tel.: (86)

755-27521059

AE T E 25 5 2

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Http://www.sz-ctc.org.cn

Fax: (86)755-27521011
For anti-fake verification, please visit the official website of Certification and
Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn
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Test mode Terminal Lan
Test Model X301W Adapter Model TPA-185B050100BUO1
1207
100+
BU:N\\k EN 55032 ClassB TEL QP
i i o " . Y I R 9 1. 1§} 1 b
@ 60+
z = Yo &
: ol
-
201
D__
-20 | | —t— — | | —t—t——— | |
150k 300 400500 800 1M M 3M 4AM5M6 8 10M 20M  30M
Frequency inHz
Final Measurement Detector 1
Frequency | QuasiPeak NMeas. Bandw idth | Fiter | Line | Corr. | Margin Limit Comment
(MHz) (dBu V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0.519130 56.8| 1000.00 9.000 [ On LAN 100 172 740
0.631290 539 1000.00 9.000 [ On LAN 100 201 740
4913110 540 1000.00 9.000 [ On LAN 100 200 740
Final Measurement Defector 2
Frequency | Awverage Meas. Bandwidth | Fiter | Line | Corr. | Margin Limit Comment
(MHz) (dBu V) Time (kHz) (dB) (dB) (dBu
(ms) V)
0.369750 51.6| 1000.00 9.000 | On LAN 10.0 149 665
0.512950 474 | 1000.00 9.000 | On LAN 10.0 16.6 64.0
2.433450 446 | 1000.00 9.000 | On LAN 10.0 194 64.0

Emission Level= Read Level+ Correct Factor

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
. Tel.: (86)755-27521_9 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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Test mode 1 Terminal Lan
Test Model X303wW Adapter Model TPA-97H050100VWO01
1201
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Frequency in Hz
Final Measurement Detector 1
Frequency | QuasiPeak Meas._ Bandwidth | Fiter | Line | Corr. | Margin Limit Comment
(MHz) (dBu V) Time (kHz) (dB) (dB) (dBu
(ms) V)
0.392570 642 100000 9.000( On N 100 118 760
0415130 659 100000 9000 On N 100 96 755
3.295990 577 100000 9000 On N 100 16.3 740
Final Measurement Detector 2
Frequency | Average Meas. Bandwidth | Hiter | Line | Corr. | Margin Lirmit Comment
(MHz) (dBu V) Time (kHz) (dB) (dB) (dBy
(ms) V)
0.387900 55.0| 1000.00 9.000 | On N 10.0 111 66.1
0421820 578 | 1000.00 9.000 | On N 10.0 76 654
2433450 469 | 1000.00 9.000 | On N 10.0 171 64.0

Emission Level= Read Level+ Correct Factor
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(86)755-27521059
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CTC Laboratories, Inc.
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Test mode 1 Terminal Lan

Test Model X303wW Adapter Model GQO07-050100-DG
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Frequency inHz

Final Measurement Detector 1

Frequency | QuasiPeak Meas. Bandwidth | Fiter | Line | Corr. | Margin Limit Comment
(MHz) (dBp V) Time (kHz) (dB) | (dB) | (dBu
(ms) V)
0521210 562 | 100000 9000 | On LAN 100 178 740
0.628770 55.0| 1000.00 9.000 | On LAN 10.0 19.0 74.0
4992190 525 1000.00 9.000 | On LAN 10.0 215 74.0

Final Measurement Detector 2

Frequency | Average Meas. Bandwidth | Fiter | Line | Corr. | Margin Limit Comment
(MHz) (dBp V) Time (kHz) (dB) | (dB) (dBp
(ms) V)
0.368280 52.3| 1000.00 9.000 | On LAN 100 142 66.5
3.389390 407 | 1000.00 9.000 | On LAN 100 143 64.0
4 358580 51.2| 1000.00 9.000 | On LAN 10.0 128 64.0

Emission Level= Read Level+ Correct Factor
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Test mode 1 Terminal Lan
Test Model X303wW Adapter Model TPA-185B050100BUO1
1207
100+
i EN 55032 ClassH TELQP
2 60t
= P 5o
Wi ol
& 40—
|
20+
O__
-20 : : e —t | | —t—t——— | |
150k 300 400500 800 1M M 3M AMSM6 8 10M 20 30M
Frequency inHz
Final Measurement Detector 1
Frequency | QuasiPeak Meas. Bandwidth | Filter | Line | Corr. | Margin Limit Comment
(MHz) (dBu V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0.521210 562 | 1000.00 9.000 | On LAN 100 178 740
0.628770 550 1000.00 9.000 | On LAN 100 19.0 740
4992190 525 1000.00 9.000 | On LAN 100 215 740
Final Measurement Detector 2
Frequency | Average Meas. Bandwidth | Fiter | Line | Corr. | Margin Limit Comment
(MHz) (dBu V) Time (kHz) (dB) (dB) (dBp
(ms) V)
0.368280 523 1000.00 9.000 | On LAN 10.0 142 66.5
3.389390 497 | 1000.00 9.000 | On LAN 10.0 143 64.0
4 358580 512 1000.00 9.000 | On LAN 10.0 128 64.0

Emission Level= Read Level+ Correct Factor
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3.4. Harmonic Current Emission

LIMIT
EN61000-3-2 Clause 7

» Class A equipment

Harmonic order Maximum permissible
harmenic current
n A
Odd harmenics
3 2,30
5 1,14
7 0,77
9 0,40
11 0,33
13 0,21
15<n <39 015 12
Even harmonics
2 1,08
4 0,43
<] 0,30
8 <n <40 0,23 %

> Class B equipment

not exceed the values givenin Class A limit multiplied by a factor of 1,5

» Class C equipment

Active input power >25 W

Harmonic order Maximum permissible harmonic currrent
expressed as a percentage of the input
current at the fundamental frequency
n %
2 2
3 3047
5 10
7 7
9 5
11<n<39 3
(odd harmonics only)
* 4 is the circuit power factor
Active input power <25 W
Harmonic order Maximum permissible Maximum permissible
harmonic current harmonic current
per watt
n mA/W A
3 3.4 2,30
5 1,9 1,14
7 1,0 0,77
9 0.5 0,40
11 0,35 0,33
13<n<39 3.85 See Table 1
(odd harmonics only) n

or the third harmonic current, expressed as a percentage of the fundamental current, shall not exceed
86 % and the fifth harmonic current shall not exceed 61 %. Also, the waveform of the input current shall
be such that it reaches the 5 % current threshold before or at 60°, has its peak value before or at 65°
and does not fall below the 5 %current threshold before 90°, referenced to any zero crossing of the
fundamental supply voltage. The current threshold is 5 % of the highest absolute peak value that
occurs in the measurement window, and the phase angle measurements are made on the cycle that

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
For anti-fake verification, please visit the official website of Certification and
Accreditation Administration of the People’s Republic of China : http://yz.cnca.cn




Report No.: CTC20222108E02

Ea Page 59 of 87

includes this absolute peak value

> Class D equipment

Harmonic order Maximum permissible Maximum permissible
harmonic current harmonic current
per watt

n mA/W A

3 3.4 2,30
5 1,9 1,14
7 1,0 0,77
9 0.5 0,40
11 0,35 0,33

13<n<39 3.85 See Table 1
(odd harmonics only) n

TEST CONFIGURATION

Voltage Supply
To EUT

To AC Maing
FOwE Sl Power Analyzer &

Power Source EUT

MNon-Metallic Tab-e—f

TEST PROCEDURE
Please refer to EN61000-3-2 for the measurement methods.

TEST MODE
Please refer to the Clause 2.4

TEST RESULTS
Note: The power of the EUT is less than 75W, So this test item is not applicable.
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Please refer to EN61000-3-3

Report No.: CTC20222108E02

3.5. Voltage Fluctuation and Flicker
M

Tests [EC555-3 lelthczEN 61000-3-3 Descriptions

Pst < 1.0, Tp= 10 min. <1.0, Tp= 10 min. Short Term Flicker Indicator

Pit N/A < 0.85, Tp=2 hr. Long Term Flicker Indicator

dc < 3% <3.3% Relative Steady-State V-Chang
dmax =4% =4% Maximum Relative V-change
d(t) N/A = 3.3% for > 500 ms | Relative V-change characteristic

TEST CONFIGURATION
Voltage Supply
To EUT
To AC Mains

TEST PROCEDURE

Powar Supply

Hon-Metallie Tw-ej

Fower Analyzer &
Power Source

Please refer to EN61000-3-3 for the measurement methods.

TEST MODE

Please refer to the Clause 2.4

TEST RESULTS

CTC Laboratories, Inc.
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Test mode 1 Test Model X301W
Adapter Model TPA-97H050100VWO01
Voltech IEC61000-3 Windows Software 1.27.13 | Test Date: 17 Nov 2022 09:55
Type of Test: Flickermeter Test - Table (EN61000-3-3)
Power Analyzer: Voltech PM6000 SN: 200006700723 Firmware Version: v1.22 07RC6
Channel(s)

1. SN: 090015502565, 28 Adjusted Date: 2 AUG 2013. 2. SN: 090015500533, 28 Adjusted Date: 19 MAR 2010.
3. SN: 090015502345, 28 Adjusted Date: 21 JUN 2012. 4. SN:None Adjusted Date:None

5. SN:None Adjusted Date:None 6. SN:None Adjusted Date:None

Shunt(s):

1. SN: 091024303183, 4 Adjusted Date: 8 AUG 2013, 2. SN: 091024302146, 4 Adjusted Date: 22 JUN 2012.

3. SN: 091024302144, 4 Adjusted Date: 22 JUN 2012. 4. SN'None Adjusted Date'None

5. SN:None Adjusted Date:None 6. SN:None Adjusted Date:None

AC Source: Mains / Manual Source

Overall Result: Noftes:
Measurement method - Voltage
PASS

Pst dc (%) dmax (%) Tmax(> 3.3%)(ms)
Limit 1.000 3.300 4.000 500
Reading 1 0.325 0.000 0.644 0

CTC Laboratories, Inc.
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Test mode 1 Test Model X301W
Adapter Model GQO07-050100-DG
Voltech IEC61000-3 Windows Software 1.27.13 | Test Date: 17 Nov 2022 10:38
Type of Test: Flickermeter Test - Table (EN61000-3-3)
Power Analyzer: Voltech PMB6000 SN: 200006700723 Firmware Version: v1.22.07RC6
Channel(s)

1. SN: 090015502565, 28 Adjusted Date: 2 AUG 2013. 2. SN: 090015500533, 28 Adjusted Date: 19 MAR 2010.
3. SN: 090015502345, 28 Adjusted Date: 21 JUN 2012. 4. SN:None Adjusted Date:None

5. SN:None Adjusted Date:None 6. SN:None Adjusted Date:None

Shunt(s):

1. SN: 091024303183, 4 Adjusted Date: 8 AUG 2013, 2. SN: 091024302146, 4 Adjusted Date: 22 JUN 2012.

3. SN: 091024302144, 4 Adjusted Date: 22 JUN 2012. 4 SN:None Adjusted Date'None

5. SN:None Adjusted Date:None 6. SN:None Adjusted Date:None

AC Source: Mains / Manual Source

Overall Result: Noftes:
Measurement method - Voltage
PASS

Pst dc (%) dmax (%) Tmax(> 3.3%)(ms)
Limit 1.000 3.300 4.000 500
Reading 1 0.384 0.000 0.666 0

CTC Laboratories, Inc.
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Test mode 1 Test Model X301W
Adapter Model TPA-185B050100BUO1
Voltech IEC61000-3 Windows Software 1.27.13 | Test Date: 17 Nov 2022 14:11
Type of Test: Flickermeter Test - Table (EN61000-3-3)
Power Analyzer: Voltech PM6000 SN: 200006700723 Firmware Version: v1.22.07RC6
Channel(s)

1. SN: 090015502565, 28 Adjusted Date: 2 AUG 2013. 2. SN: 090015500533, 28 Adjusted Date: 19 MAR 2010.
3. SN: 090015502345, 28 Adjusted Date: 21 JUN 2012. 4. SN:None Adjusted Date:None

5 SN:None Adjusted Date'None 6 SN:None Adjusted Date:None

Shunt(s):

1. SN: 091024303183, 4 Adjusted Date: 8 AUG 2013. 2. SN: 091024302146, 4 Adjusted Date: 22 JUN 2012.

3. SN: 091024302144, 4 Adjusted Date: 22 JUN 2012. 4 SN'None Adjusted Date'None

5. SN:None Adjusted Date:None 6. SN:None Adjusted Date:None

AC Source: Mains / Manual Source

Overall Result: Noftes:
Measurement method - Voltage
PASS

Pst dc (%) dmax (%) Tmax(> 3.3%)(ms)
Limit 1.000 3.300 4.000 500
Reading 1 0.314 0.000 0.572 0

CTC Laboratories, Inc.
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Test mode 1 Test Model X303W
Adapter Model TPA-97H050100VWO01
Voltech IEC61000-3 Windows Software 1.27.13 | Test Date: 17 Nov 2022 10:15
Type of Test: Flickermeter Test - Table (EN61000-3-3)
Power Analyzer: Voltech PM6000 SN: 200006700723 Firmware Version: v1.22.07RC6
Channel(s):

1. SN: 090015502565, 28 Adjusted Date: 2 AUG 2013. 2. SN: 090015500533, 28 Adjusted Date: 19 MAR 2010.
3. SN: 090015502345, 28 Adjusted Date: 21 JUN 2012. 4. SN:None Adjusted Date:None

5 SN:None Adjusted Date:None 6. SN:None Adjusted Date:None

Shunt(s):

1.SN: 091024303183, 4 Adjusted Date: 8 AUG 2013, 2. SN: 091024302146, 4 Adjusted Date: 22 JUN 2012

3. SN: 091024302144, 4 Adjusted Date: 22 JUN 2012. 4. SN:None Adjusted Date:None

5 SN:None Adjusted Date'None 6 SN:None Adjusted Date'None

AC Source: Mains / Manual Source
Overall Result: Nofes:
Measurement method - Voltage
PASS

Pst dc (%) dmax (%) Tmax(> 3.3%)(ms)
Limit 1.000 3.300 4.000 500
Reading 1 0.333 0.000 0.651 0
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Test mode 1 Test Model X303W
Adapter Model GQO07-050100-DG
Voltech IEC61000-3 Windows Software 1.27.13 | Test Date: 17 Nov 2022 10:51
Type of Test: Flickermeter Test - Table (EN61000-3-3)
Power Analyzer: Voltech PMB6000 SN: 200006700723 Firmware Version: v1.22.07RC6
Channel(s)

1. SN: 090015502565, 28 Adjusted Date: 2 AUG 2013. 2. SN: 090015500533, 28 Adjusted Date: 19 MAR 2010.
3. SN: 090015502345, 28 Adjusted Date: 21 JUN 2012. 4 SN'None Adjusted Date'None

5 SN:None Adjusted Date:None 6. SN:None Adjusted Date:None

Shunt(s):

1. SN: 091024303183, 4 Adjusted Date: B AUG 2013. 2. SN: 091024302146, 4 Adjusted Date: 22 JUN 2012.

3. SN: 091024302144, 4 Adjusted Date: 22 JUN 2012, 4 SN:None Adjusted Date'None

5 SN:None Adjusted Date:None 6. SN:None Adjusted Date:None

AC Source: Mains / Manual Source

Overall Result: Notes:
Measurement method - Voltage
PASS

Pst dc (%) dmax (%) Tmax(> 3.3%)(ms)
Limit 1.000 3.300 4.000 500
Reading 1 0.304 0.000 0.566 0
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Test mode 1 Test Model X303W
Adapter Model TPA-185B050100BUO1
Voltech IEC61000-3 Windows Software 1.27.13 | Test Date: 17 Nov 2022 13:44
Type of Test: Flickermeter Test - Table (EN61000-3-3)
Power Analyzer: Voltech PM6000 SN: 200006700723 Firmware Version: v1.22.07RC6
Channel(s):

1. SN: 090015502565, 28 Adjusted Date: 2 AUG 2013. 2. SN: 090015500533, 28 Adjusted Date: 19 MAR 2010.
3. SN: 090015502345, 28 Adjusted Date: 21 JUN 2012. 4. SN:None Adjusted Date:None

5. SN:None Adjusted Date:None 6. SN:None Adjusted Date:None

Shunt(s):

1. SN: 091024303183, 4 Adjusted Date: 8 AUG 2013. 2. SN: 091024302146, 4 Adjusted Date: 22 JUN 2012.

3. SN: 091024302144, 4 Adjusted Date: 22 JUN 2012. 4. SN:None Adjusted Date:None

5 SN'None Adjusted Date'None 6 SN'None Adjusted Date:None

AC Source: Mains / Manual Source
Overall Result Noftes:
Measurement method - Voltage
PASS

Pst dc (%) dmax (%) Tmax(> 3.3%)(ms)
Limit 1.000 3.300 4.000 500
Reading 1 0.374 0.000 0.612 0
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4. EMC IMMUNITY TEST
4.1. Performance criteria
- EN301489-17:

General performance criteria
® Performance criteria A for immunity tests with phenomena of a continuous nature;

® Performance criteria B for immunity tests with phenomena of a transient nature;

® Performance criteria C for immunity tests with power interruptions exceeding a certain time.

The equipment shall meet the minimum performance criteria as specified in the following.

Criteria During test After test
A Shall operate as intended. Shall operate as intended.
May show degradation of performance | Shall be no degradation of performance
(see note 1). (see note 2).
Shall be no loss of function. Shall be no loss of function.
Shall be no unintentional Shall be no loss of s.tored data or user
transmissions. programmable functions.
B May show loss of function (one or Functions shall be self-recoverable.
more). Shall operate as intended after recovering.
May show degradation of performance | || be no degradation of performance
(see note 1). (see note 2).
No unintentional transmissions. Shall be no loss of stored data or user
programmable functions.
C May be loss of function (one or more). | Functions shall be recoverable by the
operator.
Shall operate as intended after recovering.
Shall be no degradation of performance
(see note 2).

NOTE 1:

Degradation of performance during the test is understood as degradation to a level not below a
minimum performance level specified by the manufacturer for the use of the apparatus as
intended. In some cases the specified minimum performance level may be replaced by a
permissible degradation of performance.

If the minimum performance level or the permissible performance degradation is not specified by
the manufacturer then either of these may be derived from the product description and
documentation (including leaflets and advertising) and what the user may reasonably expect from
the apparatus if used as intended.

NOTE 2:

No degradation of performance after the test is understood as no degradation below a minimum
performance level specified by the manufacturer for the use of the apparatus as intended. In
some cases the specified minimum performance level may be replaced by a permissible
degradation of performance. After the test no change of actual operating data or user retrievable
data is allowed.

If the minimum performance level or the permissible performance degradation is not specified by
the manufacturer then either of these may be derived from the product description and
documentation (including leaflets and advertising) and what the user may reasonably expect from
the apparatus if used as intended.
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Performance criteria for Continuous phenomena applied to Transmitters (CT)
The performance criteria A shall apply.

Tests shall be repeated with the EUT in standby mode (if applicable) to ensure that unintentional
transmission does not occur. In systems using acknowledgement signals, it is recognized that an
ACKnowledgement (ACK) or NotACKnowledgement (NACK) transmission may occur, and steps
should be taken to ensure that any transmission resulting from the application of the test is correctly
interpreted.

Performance criteria for Transient phenomena applied to Transmitters (TT)

The performance criteria B shall apply, except for voltage dips of 100 ms and voltage interruptions of
5000 msduration, for which performance criteria C shall apply.

Tests shall be repeated with the EUT in standby mode (if applicable) to ensure that unintentional
transmission does not occur. In systems using acknowledgement signals, it is recognized that an
acknowledgement (ACK) ornot-acknowledgement (NACK) transmission may occur, and steps should
be taken to ensure that any transmission resulting from the application of the test is correctly
interpreted.

Performance criteria for Continuous phenomena applied to Receivers (CR)
The performance criteria A shall apply.

Where the EUT is a transceiver, under no circumstances, shall the transmitter operate unintentionally
during the test. In systems using acknowledgement signals, it is recognized that an ACK or NACK
transmission may occur, and steps should be taken to ensure that any transmission resulting from the
application of the test is correctly interpreted.

Performance criteria for Transient phenomena applied to Receivers (TR)

The performance criteria B shall apply, except for voltage dips of 100 ms and voltage interruptions of 5
000ms duration for which performance criteria C shall apply.

Where the EUT is a transceiver, under no circumstances, shall the transmitter operate unintentionally
during the test. In systems using acknowledgement signals, it is recognized that an ACK or NACK
transmission may occur, and steps should be taken to ensure that any transmission resulting from the
application of the test is correctly interpreted.
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4.2. Electrostatic Discharge
PERFORMANCE CRITERION

Standard Criterion
ETSI EN301489-17 Criteria B
TEST LEVEL

Contact Discharge at £2kV, t4kV
Air Discharge at £2kV, £4kV, +8kV

TEST CONFIGURATION

Mearest Wall

m

= —— D

ESD Generator ESD Generator

U

Discharge Retun

Cable to GRP __; \ Remem Cotle
3 \\tcu GRP
To AC Main ST
(0.5 mm)
Isolation Support VCP 50 cm x 50 cm
HCF’\/}, ' ]
[
(1.6m x 0.8m) Mon-Conductive Table
ATOKDY
10 cm
AT0KO

j_,/‘"

T Ground Reference Plane(GRP) Bonded 1o PE

TEST PROCEDURE

Please refer to ETSI EN 301 489-1 Clause 9.3.2 and EN 61000-4-2 for the measurement methods.
Contact Discharge:

The ESD generator is held perpendicular to the surface to which the discharge is applied and the tip of the
discharge electrode touch the surface of EUT. Then turn the discharge switch. The generator is then
re-triggered for a new single discharge and repeated at least 10 times for each pre-selected test point.
This procedure shall be repeated until all the air discharge completed.

Air Discharge:

Air discharge is used where contact discharge can’t be applied. The round discharge tip of the discharge
electrode shall be approached as fast as possible to touch the EUT. After each discharge, the discharge
electrode shall be removed from the EUT. The generator is then re-triggered for a new single discharge
and repeated at least 10 times for each pre-selected test point. This procedure shall be repeated until all
the air discharge completed.

CTC Laboratories, Inc.
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Indirect discharge for horizontal coupling plane:
At least 10 single discharges shall be applied to the horizontal coupling plane, at points on each side of the

EUT.

Indirect discharge for vertical coupling plane:

At least 10 single discharges shall be applied to the center of one vertical edge of the coupling plane. The
coupling plane, of dimensions 0.5m X 0.5m, is placed parallel to, and positioned at a distance of 0.1m from
the EUT. Discharges shall be applied to the coupling plane, with this plane in sufficient different positions
that the four faces of the EUT are completely illuminated.

TEST MODE

Please refer to the Clause 2.4

TEST RESULTS

Report No.: CTC20222108E02

Test mode All
Temperature 25°C Humidity 49% Atmospheric pressure 101KPa
Test Points Test Voltage Kind Times Fé?ggr'}r: Results Test Result
+2 kV ; X|+4 kV
g+6 o §+8 v [ ] Air X+10 5 A X Pass
HCP R X Contact | [J+25 ] Fail
[J+10kV ; [J+15kV
+2 kV ; X|+4 kV
g 5 KV E 8 kv [ ] Air X+10 5 A X Pass
+ e
veP R X Contact | [J+25 ] Fail
[J+10kV ; [J+15kV
+2 kV ; X|+4 kV
R M [ ] Air X+10 X Pass
Contact .
; L6 kv ; L8 kv X Contact | []+25 B / ] Fail
Discharge | .10 kv : [J+15 kv B
+2kV ;| [+4 kV
R R X Air X+10 X Pass
Air Discharge | L6 KV ; D8 kv [] Contact | []+25 B A ] Fail
[J+10 kV ; [J+15 kV -
* Comment:

X No degradation was found
[ ] Phenomenon Description

Note:

The ancillary equipment’s specification for an acceptable level of performance or degradation of
performance during and/or after the ESD tests.
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Description of Discharge Point

Contact discharge-Yellow, Air discharge-Red
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4.3. Radio Frequency Electromagnetic Field
PERFORMANCE CRITERION

Standard Criterion
ETSI EN301489-17 Criteria A
TEST LEVEL

Test frequency range: 80MHz~6000MHz

Level: 3V/m (Un-modulation)

Modulation type: Amplitude Modulation, 80% depth

Modulated signal: 1KHz sinusoidal audio signal, 400Hz sinusoidal audio signal for audio breakthrough
Frequency increment step: 1%

Dwell time: 3 seconds

A spot frequency test shall be performed at 920 MHz + 1 MHz using a test level of 3 V/m (measured
Un-modulated) 100 % modulated by 200 Hz pulses of equal mark to space ratio.

TEST CONFIGURATION

MMVVVVVVVV

D\l C
§“$d £
AAAAAAAA | ™

Amplifier +—| Signal generator N:_,___,..

l Optical fiber
. \
| Power Field monitor

A

TEST PROCEDURE
Please refer to ETSI EN 301 489-1 Clause 9.2.2 and EN 61000-4-3 for the measurement methods.

TEST MODE
Please refer to the Clause 2.4

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
- - Tel.: (86)755-27521059 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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TEST RESULTS
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Report No.: CTC20222108E02

Test mode All
- Atmospheric
o o,
Temperature 24°C Humidity 50% pressure 101kPa
Frequency range:
80-6000 MHz
EUT Position 1800 MHz, 2600 MHz, 3500 MHz, 5000 MHz I:C’:er::[fgrrir: Test Result
Level:XI3V/m [_]10V/m
Horizontal (Results) Vertical (Results)
X Pass
Front A A A [] Fail
. X] Pass
Right A A A ] Fail
X Pass
Back A A A ] Fail
X] Pass
Left A A A ] Fail
*Comment:

X No degradation was found
[ ] Phenomenon Description

E
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CTC Laboratories, Inc.
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4.4. Fast Transients Common Mode

PERFORMANCE CRITERION

Standard Criterion
ETSI EN301489-17 Criteria B
TEST LEVEL

Level: 1kV for AC port, 0.5kV for signal port
Impulse Frequency: 5 kHz;

Tr/Td: 5/50ns;

Burst Duration: 15ms; Burst Period: 300ms

TEST CONFIGURATION
MNearest Wall
=0.6m
L=1m —————————

EFT/Burst

G rator Te AC Mains
COouping’ _’_El-uzpplv

INaDr:ﬁm{t Prolectve GND

10 om Ground Reference Plane (GRP)
Pratectvae GND
Accordng
To Earth
1

==

= Ground Reference Plane (GRP) Bonded to Earth

TEST PROCEDURE
Please refer to ETSI EN 301 489-1 Clause 9.4.2 and EN 61000-4-4 for the measurement methods.

TEST MODE
Please refer to the Clause 2.4

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
Tel.: (86)755-27521059 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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TEST RESULTS
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Report No.: CTC20222108E02

Test mode All
Temperature 24°C Humidity 50% Atmospheric pressure| 101KPa
Test Ports Test Voltage Duration time Result Test Result
[ ]+0.5KV
X Pass
AC power port X+1KV %1205 A 1 Fail
ai
[ ]+2KV
X]+0.5KV
X Pass
Signal port [J1KV %1205 A A rai
ai
[ ]+2KV
* Comment:

X No degradation was found
[ ] Phenomenon Description

Tel.: (86)755-27521059
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4.5. Surge
PERFORMANCE CRITERION
Standard Criterion
ETSI EN301489-17 Criteria B

TEST LEVEL

Level: 1kV for line to line, 2kV for line to ground, 1kV for signal line
Voltage Waveform: 1.2/50 us; Current Waveform: 8/20 us

Pluse quantity: 5, interval time: 60 seconds
Phase: 0°, 90°, 180°, 270°

TEST CONFIGURATION

AC/DC Fower Supply

— and Surge Voltage
Coupling to EUT
To AC Mains Combination Wawve
or DG Power Generator
Supply
ED—' --‘I Decoupling Coupling EUT
L Metwork Network

= Mon-Metallic Table

TEST PROCEDURE

Please refer to ETSI EN 301 489-1 Clause 9.8.2 and EN 61000-4-5 for the measurement methods.

TEST MODE
Please refer to the Clause 2.4

CTC Laboratories, Inc.

2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
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TEST RESULTS
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Report No.: CTC20222108E02

Test mode All
Temperature 24°C Humidity 48% Atmospheric pressure | 101KPa
Test Ports Test Resistor | Surge Wave | Times | Phase Int.erva Phenomenon Test
Voltage | time Result
X+1 KV [x]0°
power| LN | 22KV %ﬁgn %162//75000uuss 5 90" - Dd60s A ] Pass
ort [Jd KV =) 0 O |[Xhsor [O__ O] Fail
p [+ KV XJ270°
DJ+0.5 KV
signal | [CT¥1 KV [[200/8+150 %1 oS Rss |, 605 A X Pass
port Clx2 kv | O] ] - L] Fail
[]
[ 1+0.5 KV
Signal | | o (K1 KV [K1200/8+150 %162/75000“58 (45 |, [<60s R X Pass
port [J+2 KV |[] 0 [] O [ ] Fail
[]
* Comment:

X No degradation was found

[ ] Phenomenon Description

MFATTHEERERS
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CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
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4.6. Radio frequency common mode
PERFORMANCE CRITERION

Standard Criterion
ETSI EN301489-17 Criteria A
TEST LEVEL

Test frequency range: 150 kHz~80MHz

Level: 3Vrms

Modulation type: Amplitude Modulation, 80% depth

Modulated signal: 1 KHz sinusoidal audio signal, 400Hz sinusoidal audio signal for audio breakthrough
Frequency increment step: 1%

Dwell time: 3 seconds

TEST CONFIGURATION

Shielding Room

o. Im=<L-<0.3m

D =50 cm ‘ |
. I
-~——— D=zS0cm —

|> S.6 e E}"_\l:

| cow
10cm Insulabon Support | e
Power —T/—f |
L q |
Ampifier ‘. /
IGF’JEI . I I 7 |
o ground wire *

Control System o
Ground Reference Plane (GRP) Bonded to Earth

Artenuator
GdBI26W

TEST PROCEDURE
Please refer to ETSI EN 301 489-1 Clause 9.5.2 and EN 61000-4-6 for the measurement methods.

TEST MODE
Please refer to the Clause 2.4

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
. - ) Tel.: (86)755-275219 Fax: (86)755-27521011 Http://www.sz-ctc.org.cn
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TEST RESULTS

Test mode All
Temperature 24°C Humidity 48% Atmospheric pressure 101KPa
Test Ports Frequency range Test level (Vrms) Phenomenon Test Result
. z~ V4 ass
[0.15MHz~80MH %% A X P
. z~ Z al
[10.15MHz~230MH 0 [] Fail
X]0.15MHz~10MHz | 1V
[]10MHz~30MHz |3V A % E:isls
AC power port [ ]30MHz~80MHz []
powerp []0.15MHz~10MHz |11V 5 Pass
X]10MHz~30MHz []3v A ] Fail
[ ]30MHz~80MHz X3V-1V
[ ]0.15MHz~10MHz X1V
CJ10MHz~30MHz |13V A % E:fl‘s
XI30MHz~80MHz []
1V
. [X10.15MHz~80MHz L X Pass
Signal port []0.15MHz~230MHz %3\/ A ] Fail
*Comment:

X No degradation was found
[ ] Phenomenon Description

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
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4.7. Voltage dips and interruptions

PERFORMANCE CRITERION

Report No.: CTC20222108E02

Standard

Criterion

ETSI EN301489-17

Criteria B for voltage dip
Criteria C for voltage interruption

TEST LEVEL

0% of VT (Supply Voltage) for 0.5 period
0% of VT (Supply Voltage) for 1 period
70% of VT (Supply Voltage) for 25 period
0% of VT (Supply Voltage) for 250 period
Dip quantity: 3, interval time: 10 seconds

TEST CONFIGURATION

To AC

Mains Va!lsge
Supply Generator
[—

Woltage Supply
to EUT EUT

-

I—' MNon-Metallic Table

TEST PROCEDURE

Please refer to ETSI EN 301 489-1 Clause 9.7.2 and EN 61000-4-11 for the measurement methods.

TEST MODE
Please refer to the Clause 2.4

TEST RESULTS

Test mode 1
Temperature 24°C Humidity 48% Atmospheric pressure| 101KPa
Voltage Reduction Cycle Duration Fc’;e_rfor_m Results | Test Result
riteria

Reduction 70 % 25 0.5 B A % pass
Voltage dips Reduction 0 % 0.5 0.01 B A % ll::isls

Reduction 0 % 1 0.02 B A % pass
Voltage . o @ X Pass
interruption Reduction _ 0 % 250 5 C C ] Fail
* Comment:

[ ] No degradation was found
X Phenomenon Description

M During the test, Shut down, After the end of the test, Need to manually restore normal work.

CTC Laboratories, Inc.
2/F., Building 1 and 1-2/F., Building 2, Jiaquan Building, Guanlan High-Tech Park, Longhua District, Shenzhen, Guangdong, China
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5. EUT TEST PHOTOS

Conducted Emission (AC Mains)

e, W d Ny
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Radiated Measurement (30MHz~1000MHz)

CTC Laboratories, Inc.
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Electrostatic Discharge

RF electromagnetic field
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Injected Current (AC Mains)

CTC Laboratories, Inc.
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Electric Fast Transients (AC Mains)

Electric Fast Transients (Signal Mains)

—
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Surges (AC Mains)

Surges (Signal Mains)
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Volt. Interruptions/Volt. Dips

**********************TH E E N D*'k********************
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